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The Windkat System

The optimum solution for achieving maximum, even draw in chimneys -
even in the most difficult weather conditions by means of the:

Injection nozzle method

This makes Windkat unique...

Every fireplace, whether it's gas, oil or solid fuel, achieves its optimum functionality and lowest
The Problem fuel consumption when the heating system has optimum conditions in the chimney. Even low

exhaust temperatures allow optimum chimney operating conditions.

In unfavourable weather conditions and winds, the heating system has to work harder in order

to overcome the weather-related pressure in the chimney.

The WINDKAT®system sits exactly in this critical zone and ensures optimal draw in the

chimney with its injection nozzles.

Flow resistance no longer occurs meaning that precious energy is saved.
The aerodynamic properties of the WINDKAT ~ system can be measurably calculated

@ i terms of wind influence using the new European norm DIN EN 13384-1.

Things you should know: Benefits at a glance

Optimum smoke draw even in difficult weather conditions
The Solution No dangerous build-up of flue gases
Optimum combustion saves fuel and heating costs
Sensitive to the environment by reducing the number of pollutants
For all fireplace, heating and ventilation equipment
Fits all types of chimneys and diameters
Easy self-installation without taking up too much time
Regulates all wind directions and wind speeds
Already fully complies with DIN EN 13384-1 (Zeta=0)
Adjusts to chimney heights that are too low

Quality right from the outset...

You can get the Windkat in stainless steel,
. . copper tone powder-coated steel or

With plug-in connector RAL colours upon request. The WINDKAT®
requires no special permissions.
In its construction, all demands of the FeuVO
and the DIN norm 18160 as well as the new
European norm EN 13384-1 are
complied with.
Recommended by the chimney sweep
association.
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The WINDKAT® has been tested, proven and

validated by:
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